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Essex County Bowls Club
21 Imperial Ave
Westcliff-on-Sea
Southend-on-Sea

SS0 8NE

2nd December 2024

Dear Mr Morris

Re: Replacement of Bowling Green Ditch

Further to your recent interest in the installation of GRC ditches at your bowling green edges I am pleased to be able to provide
you with a formal quotation outlining the work that would be carried out.

It will take approximately one week to complete each individual side of the project although staff may not be onsite for the
entire period as we need to allow time for concrete to set during this period.

At the start of the project the turf will be removed from the edge of the green and stored onsite for re-use. Experience tells us
that the re-used turf will settle in and withstand summer heights of cut more readily than new turf. However, we will have to
supply and lay some new turf depending on the quality of the turf removed. This new turf will need to be watered regularly
following installation (weather depending) and will need to be maintained at a higher height of cut for at least the first couple
of months of the following season. Our staff will be able to advise.

Quotation (Spec Ref: TLS/ESSEX/2024/GRC)

1.1 Remove existing turf using a turf cutter, full length of the green up to 1 metre in width
depending on levels. Store existing turf on site for re-use. The existing broken GRC units to
be removed and disposed of.

1.2 Supply & install GRC ditches, these would be set to the green height/existing kerbing at rear
(on a gravel bed) and laid in a concrete haunch.

Backfill with type1 as required behind newly installed ditch units.

1.3 Back fill with rootzone to bring green edge to new required height.

14 Re-install existing turf, supplying new turf only where necessary to blend in with the existing
playing surface

1.5 Supply and Apply artificial to the front face of the ditch in the spring prior to new season.
1.6 Total Price 1 side £10,995 + VAT
2 sides £20,495 +VAT
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We discussed that the best finish with the new ditch unit would be to lay a slab across the top that would sit on top of the unit
(with a 20mm overhang) and the kerb stone that is currently next to the path, although this is something we could undertake |
feel it would be financially cheaper for the club to get a quotation from a local tradesperson.

There will be a deposit payable on placement of the order to secure your place within our closed season schedule of work.
This will amount to 30% of the total amount payable - the final amount will become due on completion of the project.

If you wish to proceed with this project then please advise at the earliest opportunity to ensure completion prior to
mid-March and the new season.

In the meantime, if you have any questions, please do let me know.

Yours sincerely,

Paul Crouch

Director

For & On Behalf Of;

Turfcare Leisure Services Ltd
07973 625793
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